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SUMMARY

A wind-tunnel investigation at low speeds has been made to deter-
mine the £light characteristics of a model of a swepbtback-wing Jjet-
transport airplene equlpped with an externsl-flow jet-augmented slotited
flap. The model was flown in the flap-retracted configuration over a
lift-coefficient range from 0.6 to 0.9 and in the flap-extended config-
uration over a lift-coefficlent range up to gbout 12.5 for a range of
angles of attack from -12° to about 13°. For tests at the very high
1ift coefficients, a downwardly directed nose jet was used to supple-
ment the trimming power of the horizontael tail.

The model was flown up to a 1ift coefficient of 6 without the nose
Jjet, but the longitudinal stebility was conslidered satisfactory only at
1ift coefficients below about k. The use of the nose jet made it possible
to move the center of gravity forward so that the longitudinal stability
at a given 1ift coefficilent could be greatly improved and f£lights could
be made up to a 1ift coefficient of about 12.5. The lateral stability
characteristics were generally satlsfactory over the test range of 1lift
coefficients except at angles of attack below gbout -5° where the Dutch
roll oscillation became unstable. The model was flyable in the negative
range of angles of attack, however, since the unstable latersal oscilla-
tion could be damped out by corrective lateral control. The longitudinal
control provided by the all-movable horizontal tail and the lateral
control provided by conventional allerons and rudder were generally
satisfactory at the lower 1lift coefficients; but, the control effective-
ness decreased with increasing lift coefficient and was barely sufficient
for maintaining flight at a 1ift coefficient of 12.5, even with large

control deflections. by
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INTRODUCTION

Results of recent investigations mede by the National Advisory
Committee for Aeronautice (refs. 1 to 5) have indicated sufficient prom-
ise for Jjet-augmented-flap configurations to warrant a study of the
dynemic stability and control characteristics at the very high 1lift
coefficients that can be obtaeined with such flep arrangements. A flight-
test Investigation has, therefore, been made by the lLengley Free-Flight-
Tunnel Sectlion with a sweptback-wing Jjet-transport airplane model
equipped with en externsl-flow Jjet-augmented slotted flap.

The f£light-test model used in the investigation was similar in
geometry to the force-test model of references 4 and 5 and represented
approximately a 1/20-scale model of a 200,000-pound jet-transport eir-
plane with pod-mounted engines. Although the external-flow type of
Jet-augmented slotted flap was used on the model malnly for convenience,
since such a flap arrangement has been found to be fairly easily applied
t0 model configurations having pod-mounted engines, the results of the
investigation are considered generally applicable for any type of jet-

flap system.

The flight-test model of the present investigation was equipped .
with a partial-span Jet-augmented-flap arrangement which was less effi-
cient than the full-span flap used on the model of references 4 and 5.
The flap of the model was also less efficient than some other externsal-
flow Jjet-augmented-flap errangements which have been tested. For exemple,
en arrangement in which flat nozzles are used in combinatlion with a
specially designed double slotted flap has been found to be more effi-
cient than the flep used in the present investigation. Since the main
purpose of this investigation was to study the dynamic stability and
control characteristics at very high 1ift coefficients, no attempt was
made to increase the efficiency of this particuler jet-augmented-flep
arrangement. The f£light tests covered & lift-coefficilent range up to
egbout 12 in order that the dynamic stability and control characteristics
could be studled at the very high 1lift coefficients which could possibly
be obtained with configurations of this type. It 1s highly unlikely,
however, that 1lift coefficients as high as 12 can be achieved by sub-
sonic Jjet-transport airplenes with flap asrrangements of this type unless
use is made of much higher thrust-welght ratios than are presently
being considered for these airplanes. The maximum 1ift coefficients
obtaineble for subsonic Jet-transport airplanes equipped with jet-
augmented flaps are more likely to be in the range from 3 to 6.

The investigation consisted of flight tests made in the Langley
full-scale tunnel at low speeds to determine the flight characteristics
of the model 1n the flap-retracted and flap-extended configurations for



NACA TN L4255 3

a range of 1ift coefficients from about 0.6 to gbout 12.5 and for a
range of angles of attack from -12° to about 130. A conventional
horizontal-tail errangement wes used to provide longitudinal control
over the test range of 11ft coefficients and slso longitudinal trim
except at very high 1lift coefficlents where the tail became insdequate
as a trim device. For tests at the very high 1ift coefficients, a
dowvnwerdly directed nose jet was used to supplement the trimming power
of the horizontal tail.-

A 1limited mumber of force tests were made to determine the static
stability and control characteristics of the flight-test model for the
purpose of correlation with flight-test results.

SYMBOIS

The data are referred to the stebility system of axes origineting
at a center of gravity located at 0.40 mean serodynamic chord and on
the fuselasge reference line unless otherwise noted. (See fig. 1.)

b wing span, ft
Cp drag coefficient, Drag/qs
C, 1ift coefficient, Lift/qS
o rolling-moment coefficient, Mks/qu
aC4
Cz = — Dper degree
B OB

018 ,Cn5 ,CYaa alleron-effectiveness parameters
8, a.

C C rudder-effectiveness parameters
ISr’ nﬁr’cysr

Cn pitching-moment coefficient, MYs/qSE

Ch yawing-moment coefficient, Mzs/qﬁb
oCy

C = —— ' per degree



X,z

Xs’Ys’Zs
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lateral-force coefficlent, FYs/ﬁS

degree . - . o _ o

momentum coefficlent based on thrust measured at nozzle,
T/qs (For nose-jet srrangement, Cu is based on total

thrust at nozzle plus thrust of nose jet.)
chord, ft
mean aerodynemic chord

drag force, 1b

1ift force, 1b

lateral force, 1lb

angle of incidence of horizontal tail, deg

rolling moment, f£t-1b

pitching moment, £t-1b _
yewing moment, £t-1b

dynemic pressure, %pvz, 1b/sq £t

wing surface area, sg ft

thrust at nozzles, 1b
velocity, ft/sec
longitudinal and vertical body axes, respectively

longitudinal, lateral, and vertical stability axes,
respectively

angle of attack of fuselage reference line, deg

angle of sideslip, deg
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5 sileron-deflection angle, deg

a

Be elevator-deflection angle, deg

Sf geometric flap-deflection angle, measured in plane per-
pendicular to £lep hinge line, deg

8, rudder-deflection angle, deg

€ angle between principal longitudinel axis of Inertia and
longitudinal body axis, positive when principal axis
is below body axlis at nose, deg

P air density, slugs/cu ft

¥ angle of yaw, deg

APPARATUS AND MODEL

Model

A drawing of the sweptback-wing Jet-transport model used in the
investigation 1s presented in figure 2, and a photogrsph of the model
is shown in figure 3. Tsble I gives the dimensional and mass charac-
teristics of the model. The wing of the model had 500 sweep of the
quarter-chord, an aspect ratio of 6.56, end a taper ratio of 0.367.
Pod-mounted engines were simmlated by two nacelles attached to the wing
on pylons. FEach nacelle contained two air nozzles, and cold-air Jets
were used to simulate the Jet-englne exhaust. The nose-jet arrangement
used on the model (see fig. 2) consisted of a simple air nozzle directed
downward at the nose. The nose jet and nacelles were supplied with
compressed air from a common source through flexible hoses which passed
internally through the model. The all-movable horizontal tail of the
model was located gbout midspan of the vertical teil, had an area that
was 25 percent of the wing area, and was equipped with a slotted flap
to simulate an elevator.

The arrangement of the externsl-flow jet-augmented slotted flap
used on the model was similar to that used in the tests of references 4
and 5 and is illustrated in figure 4. For take-off and landing, the
jets from the pod-mounted engines are spread out into a horizontal sheet
by retractable deflectors and ere directed toward the base of the
slotted flep which then turns the flattened jet sheet downward. The
slotted f£lap was hinged on the bottom surface of the wing in such a
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way that a smooth fairing wes obtained between the upper surface of the
slot and the lower surface of the wing for a flap deflection of 60°.

Flight-Test Equipment and Setup

The flight tests were made in the langley full-scale tunnel. A
sketch of the test setup is presented in figure 5, and a photograph of
the model flying in the tunnel is shown in figure 6. In the flight-test
setup there is an: overhead safety cable to prevent the model from
crashing. Combined with this cable is another cable composed of flex-
ible plastic hoses which provide the compressed air for thrust snd
electrical conductors which provide power for the control actuators.
These cebles are attached to the model at about the center-of-gravity
location. The control actuators ere energized remotely by means of
control sticks which are used by the pilots to apply corrective control
to the model. Flicker-type (full-on or full-off) control is used in
flying the model, and trim of the control surfaces is provided by small
electric motors or trimming devices built into the actuators. The
pitch pilot, located by the side of the test section, controls the
longitudinal motions of the model by deflecting the horizontal tail or
elevator for control or trim. The thrust controller, also located by
the side of the test section, varies the thrust of the model by
remotely controlling the air flow to the model through a valve located
at the top of the entrance cone. The safety-cable operator adjusts the
safety cable so that it can be slack during flight and takes up the
slack to prevent the model from crashing if it goes out of control.

A second pllot who controls the rolling and yawing motions of the
model is located near the bottom of the exlt cone. Motion-pilcture
records of the flights are obtained with cameras located at the side
of the test section and at the top and bottom of the exit cone.

The flight-test technique employed with this setup can best be
explained by describing a typical flight. A flight is started with the
model being towed by the safety cable. When the tunnel air velocity
reaches the desired flying speed for the model, thrust is increased
untll the flight cable becomes slack. Adjustments to the horizontal-
tall incidence and thrust are then made, 1f necessary, to trim the
model for the particular airspeed. The flight is then continued to
higher or lower airspeeds by remotely chenging the angle of incidence
of the horizontsl taill end by meking the necessary adjustments to
tunnel speed and model thrust to maintain steady flight.
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DETERMINATION OF STATIC STABITITY AND CONIRCL

CHARACTERISTICS OF FLIGHT-TEST MODEL

Reduction of Force-Test Data

The force tests of the investigation were made in the ILangley
full-scale tunnel. All force tests were made with a vertical-strut
support system and straln-gage balances. The test setup was located
in the forward portion of the test section nesr the lower 1ip of the
entrance cone. No wind-tunnel corrections have been applied to the
data since the model was relatively small compared with the size of the
tunnel test section.

The momentum coefficient Cu used in this report is defined as

T/qS. For the basic model, T 1is the thrust at the nozzles as deter-
mined from force tests. For the nose-jet arrangement, T 1s the total
thrust of the nozzle plus the thrust of the nose jJet. This coefficient
is approximastely equivalent toc the momentum coefficient C“ which has

been used in boundary-lasyer-control investigations and in the jet-
aungmented-flep investigations reported in references 1, 2, and 3. In
order to determine thrust losses in spreading and deflecting the jet,
values of thrust were obtained from force measurements mede during
static calibrations of the cruising condition (fleps and deflectors
retracted) and of the landing condition (flaps and deflectors extended).
Comparison of the calibration date for these two conditions indicated
that the losses caused by spreading and deflecting the Jjet were sbout
25 percent for the flap deflection of 60° and sbout 30 percent for the
flap deflection of 70

Static Longitudinal Stabllity snd Trim Characteristics

Force tests were made to determine the static longitudinel stabil-
ity and trim characteristics of the model in the flap-retracted and flep-
extended conditions for a range of angles of attack from -8° to 12°.
Flap-deflection angles of o° 3 50 and TO° were investigated for a
range of momentum coefficients up to ebout 11.20. Trim studles were made
for angles of incidence of the horizontel tail of 10° and 20° and also
for an arrangement in which a downwardly directed nose jet was used to
supplement the trimming power of the horizontal tail. A1l the force
tests were conducted for & range of dynemic pressures from gbout 0.26
to about 1.6 pounds per square foot which corresponds to a velocity
range from about 15 to agbout 37 feet per second and to a Reynolds num-
ber range from about 103,000 to about 250,000, based on the mean sero-
dynamic chord of the wing.
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Flaps and deflectors retracted.- The static longitudinal stebility
and trim characteristics of the model in the cruising condition (flaps
and deflectors retracted) are presented in figure 7. These data, which
were obtained wilith power off, indicate a fairly linear variation of

pitching moment with 1lift coefficient for the test range of angles of
attack and show that the model had sbout 20~percent static mergin with
the center of gravity located at 0.40 mean aerodynamic chord.

FPlaps and deflectors extended.- The data for the model in the
landing condition (flaps and deflectors extended) are presented in
figures 8 to 10. The data for the configuration with horizontal tail
off (fig. 8) mre presented for a flap deflection of 50° and show varia-
tions 1n pitching-moment charscteristics similar to those shown in
references 4 and 5. The pitch-up at positive angles of attack is not
assoclated directly with the jet-augmented flap but is characteristic
of swept wings of high aspect ratio with inboard partisl-span flsps.

The data for the configuration with horizontal tail on are pres-

ented in figures 9 and 10. The data of figure 9 are presented for a
flap defiection of 500, for an elevator deflection of -20° » and for
angles of incidence of the horizontal tail of 10° and 20°. These data,
which are appliceble to the flight-test conditions in which only the
horizontal tail is used for longltudinal trim, show that the horizontal
taill provided both trim and stability at the lower 1ift coefficilents.
Although the stability of the model decreased with increasing 1ift coef-
ficient, the horizontal tail appeared to provide trim and at least
merginal stability up to a 1lift coefficient of about 4 for both the
negabtive and small positive range of angles of attack. Trim and stabil-
1ty above this 1ift coefficlent were not possible with this particular
horizontal-tail arrangement. The drag date of figure 9 indicate that
flap deflections higher than 50 are necessary for steady level flight
near zero angle of attack for 1ift coefficients of 4 and sbove.

Presented in figure 10 are the results of tests made to simulate
the flight conditions in the very high lift-coefficient range in which
‘a nose Jet was used to supplement the trimming power of the horizontal
tail. These data sre presented for a flap deflection of 700, for an
elevator deflection of 0°, and for an angle of incidence of the horizon-
tal tail of 20°. The pitching-moment date, which are referred to 0.30
mean aerodynemic chord, indicate sbout neutral static longitudinal
stability for 1lift coefficients of gbout 12 or 13. For the conditions
shown, the nose jet provided more than enough positive increment of
pitching moment for trim at these high 1ift coefflcients with little
or no effect on the longitudinal stability characteristics.



NACA TN L2255 9

Static lateral Stability Charecteristics

A few force tests were made to determine the static lateral stabil-
ity characteristics of the model for the conditions covered in the flight-
test investigation. The results of these tests are presented in fig-
ure 11 in the form of the statlc-lateral-stabllity parameters CYB’

Cn y and CZ plotted against 1ift coefficient for flap deflections

B
of 50° and T0°. Data points have also been plotted in this figure for

the flap-retracted, cruising condition and for the T0C flap-extended
configuration in which a nose jet was used to provide trim. All these
data were meassured at an angle of attack of 0°, at an angle of incidence
of the horizontal tail of 20°, and at angles of sideslip of *#10°. The
variation of CY’ Cn, and Cz with engle of sideslip was fairly linear

up to angles of sideslip of +10°.

The datae of figure 11 show that in the range of low 1ift coeffi-
cients the flap-extended configuration had sbout the same values of
positive directional stability CnB and positive effective dlhedral

-C, =as those of the flap-retracted configuration (CnB = 0.0025;

Cz B= —0.0025). As the 1ift coefficient was increased (by increasing

B
Cu), both the 50° and 70° flap-extended configurations showed an increase
n’ C

i n &8nd -C; . At the highest test 1ift coefficient, the T0° flap-
B

B
extended configuration had values of Cpn of about 0.0055 and of
B
CZ of about ~0.0085 which were spproximstely two or three times as
B

large as those at low 1lift coefficients. The data points plotted in
figure 11 to represent the nose-jet configuration show little or no
effect of the nose jet on the static-lateral-stebility parsmeters.

Static Laterasl Control Characteristics

Tests were made to determine the ailleron effectiveness (fig. 12(a))
and rudder effectiveness (fig. 12gb)) for the test range of 1lift coeffi-
cients for flap deflections of 50° and TO®° at an angle of attack of 0°,
angle of sideslip of 0°, and angle of incldence of the horizontal tail of
20°. Data points for the flap-retracted configuration sre also plotted in
this figure for purposes of comparison. These data were measured for
control deflections which were generally representative of those used
in the flight tesis. For the flap-retracted configuration these control
deflections were *7.5° for the ailerons and i'lOO for the rudder. For
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the flap-extended configuration, these control deflections varied
from +15° for the ailerons and +10° for the rudder for & flap deflec-
tion 8f 50° to +20° for the ailerons and rudder for a flap deflection
of TO~.

The data of. figure 12(a) show that at low 1ift coefficients the
aileron-effectiveness parameter CZ for the flaep-extended configura-~
S,

tion (CZG from sbout 0.0006 to 0.000B) was somewhat lower than that
\ a

for the flap-retracted configuration CZS of about 0.001}. The value
a
of C for the flap-extended configuration generally increased with
- VZSE. i3 =} S =

increasing 1ift coefficient. At the highest 1ift coefficients in the
investigation, a flap deflection of T0° produced values of CZ8
a

which were considerably larger than those in the range of low 1lift
coefficients. The yawing moment produced by alleron deflection was
generally favorable for the lift-coefficient range in the investigation.

The data of figure 12(b) show that at low 1lift ccefficients the
rudder-effectiveness parameter Cna for the 50° flap-extended config-
r .

urstion was about the same as that for the flap-retracted configuration.
An increase in 1ift coefficient produced an initial rapld increase in
the values of Cnﬁ for this configuration but showed no consistent

r
effect on Cn5 in the higher lift-coefficient range. The values of
r
Cns for the TO® flap-extended configuration were considerably lower
r

than those for the 50° flap-extended configuration and remained about
constant up to the highest test 1ift coefficient.

FLIGHT TESTS

Flight tests were made to determine the stability and control
characteristics and general flight behavior of the model over a lift-
coefficient range from 0.6 to 0.9 for the flap-retracted configuration
and over a lift-coefficient range up to 12.5 for the flap-extended
configuration. Most of the flights were mede in the low positive range
of angles of attack, but one series of flights was made for a range
of angles of attack from -12° to 13° to determine the effect of angle
of attack on the flight characteristics of the model at a 1ift coeffi-
cient of T7.5.
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The model was flown up to a 1lift coefficient of 6 without the nose
Jet. Most of the flights without the nose jet were made with the center
of gravity located at 0.40 mean aserodynamic chord to reduce the posi-
tilve pitching moment that the horizontal tail had to provide for trim.
A few flights without the nose Jjet were made with the center of grevity
located at 0.35 mean serodynamic chord. For flighits with the nose Jjet
operating, the center of gravity was moved forward to 0.30 mean aero-
dynamic chord for incressed static longitudinel stability. Flights at
thils forward center-of-gravity location were possible up to a 1ift coef-
ficlent of 12.5 Dbecaiuse usé of the nose jet made 1t possible to provide
enough positive pitching moment to trim out the large diving moment of the
jet-augmented flap. The nose Jet and nacelles were supplied with com-
pressed air from a common scurce 80 that an increase or decrease in the
diving moment of the jet-augmented flap as a result of thrust changes
could be accompanied by an opposite variation in the nose-up pitching
moment provided by the nose jet. The nose jet was used for trim only,
however, and longitudinal control was obtained by deflection of the ail-
movable horizontal tail.

The model was flown with coordingted rudder and alleron flicker-
type (full-on or full-off) control. The control deflections used for
the cruising condition were i9° for the rudder, +7.5° for the allerons,
and i5° for the horizontal tail. The control deflections were generally
increased as the tunnel speed was reduced; at a 1ift coefficient of 12.5
the control deflections were #20° for the rudder, *20° for the ailerons,
and #20° for the horizontal tail.

The model behavior during flight was observed by the pitch pilot
located at the side of the test section and by the roll-and-yaw pilot
located in the rear of the test section. The flight-test data were
obtained from the pilots' observations and motion-picture records made
during the flights, and the flight-test results presented in the fol-
lowing sectlon are based on these observations and motion-picture
records.

FLIGHT-TEST RESULTS AND DISCUSSION

A motion-picture film supplement covering the flight tests of the
model has been prepared and is available on loan. A request-card
form and a description of the £film will be found at the back of this
report, on the page immediately preceding the abstract and index page.



Iongitudinal Stebility Characteristics

Flaps and deflectors retracted.- In the crulsing condition (flaps
and deflectors retracted) the model was found to have satisfactory
longitudinael stability and control characteristics over the 1lift-
coefficient range in the investigetion (0.6 to 0.9) with the center of
gravity located at 0.40 mean aerodynemic chord. The model was 2lgo
flown in the flap-retracted configuration with the deflectors extended;
in this configuration, the Jjets from the pod-mounted engines were
deflected up to the bottom of the wing and spread out in the form of a
flat sheet. Flight characteristics of the model in this configurstion
were generally similar to those of the model with the deflectors
retracted.

Flaps- extended (without nose jet).- The range of 1ift coefficients,
angles of attack, and flap deflections covered in the flight tests of
the flap-extended configuration without the nose Jet are presented in
figure 13(a). This configuration was flown over a range of 1ift coef-
ficients up to 6, of angles of attack from 1.50 to lO°, and of flap
deflections up to 50°. The longitudinal stebility characteristics were
found to be satisfactory for the test conditions up to a lift coefficient
of sbout 4, and extending the flaps to 15° and 30° produced nc epparent
adverse effect on the longitudinal stability characteristlcs for the
test range of angles of attack. Satisfactory flights were also made
for the 50° flap-extended configuration at an angle of attack of 1.50,
but at angles of attack of 4° and 8° the model exhibited a nose-up
tendency because of static longitudinal instebility. As already polinted
out in the discussion of force-test data, this instability is not
assoclated directly with the jet-augmented flap. Although the Jet-
augmented flap reduced the longitudinal stability, the longitudinel pitch-
up is characteristic of sweptback wings of high aspect ratio with inboard
partial-span flaps. Sustained flights to 1ift coefficients higher than
about 4 at low angles of attack (which reguired flap deflections larger
than 50°) could not be made because more trimming power was required of
the horizontal tall than the tail could produce. Flights of limited
duration could be made et 1lift coefficients of 5 and 6, however, by
flying the model at moderate angles of attack where the pitch-up
tendency effectively reduced the amount of nose-up trim required of the
horizontal tail. The longitudinal instebility of these conditions
required. constant attention to the elevator control to meintain flight.

Flaps extended (with nose jet).- The flap~extended configuration
with the nose Jet was flown over a range of 1ift coefficients up to 12.5,
of angles of attack from -12° to 13°, and of flap deflections up to T75°.
(See fig. 13(b).) For these flight tests, the center of gravity was
moved forward from 0.40 to 0.30 mean serodynamlc chord to obtain
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increased static longitudinal stabllity. The longitudinal stability
characteristics of this configuration were found to be generally better
than those without the nose jet, apperently becsuse of the incresse in
static margin.

Unlike the flap-extended configuration without the nose jJet, the
model with the nose-Jet arrangement could be trimmed to fly at 1ift
coefficients higher than sbout 4 at low angles of attack where the
pitch-up tendency did not occur. By increasing the flap angle from 50°
up to 70° and by trimming out the large diving moments with the nose
Jjet, flights were made up to a 1ift coefficlent of about 12.5 at angles
of attack near 0°. The flight characteristics of this configuration
were found to be generally satisfactory et moderate 1ift coefficients,
but the longitudinal stebility appeared to decrease with increasing
1ift coefficient and to become marginal at the highest 1ift coefficient
of the investigation where constant attention was required on the
elevator control to maintain f£flight.

The data of figure 13(b) show the flight-test points which were
covered to study the effect of angle of attack on the longitudinal
stability characteristics of the model. These tests were made at a
1ift coefficient of 7.5 and for a range of angles of attack from -10°
(flap deflection of T5°) to 13° (flep deflection of 50°). The longitu-
dinsal stability characteristics of the model at this 1ift coefficient
were found to be generally satisfactory over the range of negative and
small positive angles of attack. At an angle of attack of 8° the model
exhibited a pitch-up tendency which was difficult to comtrol. At an
angle of attack of 13° the pitch-up was so violent that only short-
distance flights could be msade.

Longitudinal Control Charaecteristics

The longitudinal control characteristics of the model without the
nose Jjet were generally satisfactory at the lower 1lift coefficients.
As the 1ift coefflcient increased, the horizontal-tail load required
for trim progressively increased until, at 1ift coefficients between
about 4 and 6, the maximum tail losd was realized and no positive
pitching moment was availasble for control. As a resulit, the elevator
pilot had no control for stopping a diving motion of the model.

The longitudinal control characteristics of the model with the
nose jet were generally satisfactory at the lower 1ift coefflcients;
but, the control effectiveness appeared to decrease with increasing
1ift coefficient and, at 1ift coefflcients near 12.5, was barely suf-
ficient for maintaining flight, even when lerge control deflections
were used.
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Lateral Stgbility Chasrsacteristics

The lateral stability characteristics of the model in the clean
condition were found to be satisfactory, and no adverse effect was appar-
ent on the lateral stebillity characteristics when the deflectors were
extended so that the jet exhaust could be deflected up to the bottom
of the wing and spread out in the form of a flat jet sheet.

The lateral stability cheracteristics of the flap-extended con-
figuration without the nose Jjet were satisfactory for angles of attack
from 1.5° to 10° (1ift coefficients up to ebout 6). No sttempt was
made tc fly this configuration at negative angles of attack.

The lateral stebility charaecteristics of the flap-extended config-
uretion with the nose jet were found to be satisfactory at small negative
aengles of attack and over the positive test range of angles of attack
for 1lift coefficlents up to 12.5. Flights made at & 1lift coefficient
of 7.5 to study the effect of angle of attack on the flight character-
istics of the model indicated that below an engle of attack of sbout -5°
the Dutch roll oscilletion became unsteble because of the unfavorable
inclination of the longitudinal principal axis of inertia. The model
was flyeble in the negative range of angles of attack, however, even
down to angles of attack of -10 (CL = 7.5) and -120, since the unstable
lateral oscillation could be damped out by corrective lateral control.

Lateral Control Chsracteristics

The lateral control characteristics of the model were generally
satisfactory at the lower 1ift coefficients investigated but both the
aileron- and rudder-control effectliveness appeared to decrease with
increasing lift coefficient. At a 1lift coefficlent of 12.5, the
lateral-control effectiveness was barely adequate for controlling the
model, even with large control deflections and with the relatively
large values of claa indicated by the force-test date of figure 12(a).

The increase in rolling-moment coefficient with increasing 1ift coef-
ficient was more than offset by the reduction in dynamic pressure over
the allerons, and the rolling moment produced by the ailerons was actu-
ally smaller at the high 1ift coefficients.

Although most flights of the model were made with a neutral aileron
position of 0°, a few flights were made at 1ift coefficients up to about
4 with the ailerons deflected down to 25°.. For this condition, increased
rudder deflection was required to counteract the adverse yawing moment
of the ailerons.
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One difficulty which was encountered in flying the model at high
1ift coefficients was that of large out-of-trim yawing and rolling
moments which resulted from model asymmetry or asymmetrical thrust condi-
tions. It was necessary in the flight tests to eliminaste these out-of-
trim moments by meking proper adjustments to the model thrust and flep
settings so that flights could be made at an angle of sideslip of o°
over the lift-coefficient range of the investigation.

A study of asymmetrical thrust conditions that might result from
engine failure was beyond the scope of this Investigation. It 1s appar-
ent, of course, that engine failure can introduce serious out-of-trim
yawing and rolling moments for an alrplane of the type investigated.

The severity of the problem dependse on many factors such as the number
and -location of the engines installed in the airplane, the type of con-
trol system used, and the increment of 1lift provided by jet augmentation.

SUMMARY OF RESULTS

From a wind-tunnel investigation made at low speeds to determine
the flight characteristics of a model of a sweptback-wing jet-transport
airplane equipped with an external-flow Jjet-augmented slotted flap and
with a downwardly directed nose jet to supplement the trimming power
of the horizontal tail st very high 1ift coefficients, the following
results may be summarized:

1. The model was flown up to a lift coefficient of 6 without the
nose jet, but the longitudinal stability was considered satisfactory
only at lift coefficients below ebout L. The use of the nose jet made
it possible to move the center of gravity forward so that the longitu-
dinal stability at a given 1ift coefficient could be greatly improved
and flights could be made up to a 1lift coefficient of about 12.5.

2. The lateral stebility characteristics were generally satisfac-
tory over the test range of 1lift coefficients except at angles of attack
below sbout -5° where the Dutch roll osecilletion became unstable. The
model was flyeble in the negative range of angles of attack, however,
since the unstable lateral oscillation could be damped out by corrective
lateral control.

3. The longitudinal control provided by the all-moveble horizontal
tail and the lateral control provided by conventional ailerons and rud-
der were generally satisfactory at the lower 1ift coefficients; but,
the control effectiveness decreased with increasing lift coefficient



16 NACA TN 4255

and wes barely sufficient for meinteining flight at a 1ift coefficient
of 12.5, even with large control deflections.

Langley Aeronautical Lsboratory,

National Advisory Committee for Aeronautics,
Lengley Field, Va., March 11, 1958

Swas —
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TABLE I.- DIMENSIONAL AND MASS CHARACTERISTICS OF MODEL

Weight, 1b . . e s e e s e 4 e e e

Wing loading, Wéight/S, Ib/sq ft C e ..
Moment of inertie sbout X-axis, slug-ft2

Moment of inertia about Z-axis, slug-Ft2 . . « « « o . .
€5 B + + ¢ ¢ « ¢ o s s e 8 e = s e s 4 s s s e s « o o

Wing:
Area, sq £t . . . . . . . .
Aspect ratio . . . . . e
Mean aerodymamic chord, £t .
NACA airfoll section, root .

NACA airfoil section, tip . ¢« ¢« ¢« ¢« ¢« ¢« ¢« ¢ o ¢« & « .

Flap chord, percent wing chord . « « « « « . ¢« &
Flap span, percent wing span « « « + « « &+ « « &
Root chord, £t « ¢« =« ¢ o « ¢ o & o o o o-a s o =
Tip chord, £t . ¢« « + o o ¢ ¢ o ¢ s o = o o « o
Span, £ ¢« ¢« ¢« o ¢« 6 @ s e e s o e e s
Taper ratio .« ¢« « ¢« « o o ¢ o o o o &

Sweep of quarter-chord, deg . . . . .

Incidence, Geg . « « « « ¢ ¢ o o o o« o @
Twist, deg + ¢« ¢« ¢ ¢ ¢« ¢ o o ¢ o« ¢« a o« o « o« &

Horizontal tail:
Area (total), 8@ F£ . « ¢ ¢ ¢ v & i i e 4 e e e e e
length (distance from 0.40T of wing to 0.25¢ of tail),
Span, ££ . « « « ¢ ¢ ¢ ¢ . e e s e s 5 a s e = s
Root chord, £t . « « « & « ¢« « « & .
Tip chord, £t . . « &« ¢« « + & & &
Mean serodynemic chord, ft . . .
Aspect ratio . . . . . . . .
Sweep of leading edge, deg .
Taper ratio . ¢« ¢« ¢« « « « &
NACA airfoil section . .

s e * ®
. .

.

.

.

.

Verticel tail:
Exposed area, sg@ £ . « ¢ ¢ ¢ v ¢ 0 ¢ 4 e a e 4 e e o
Exposed span, £t . . . . . . e« e s e s e e s
Root chord at fuselage intersection, £t .
Tip chord, £t . ¢« ¢« ¢ ¢ o « « o o o o o
Sweep of leading edge, deg - . . . « + . .
NACA eirfoil section . « « ¢« ¢« v & o & o «
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wind direction

Azwruth reference

a=¢=0°

Figure 1.~ System of axes used in the investigation. All force-test data
are referred to the stability system of exes. Arrows indicate posi-
tive directions of moments, forces, and angles.
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Figure 2.- Three-view drawing of sweptback-wing Jet-trasnsport airplane
model used in investigation. All dimensions ere in inches unless
otherwise specified.



Figure 3.- Photograph of model used in investigation.
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(a) Cross section of wing in eruising condition.
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(b) Cross section of wing in landipg condition.

Figure 4.- Arrangement of external-flow jet-augmented slotted flap used
in investigation.
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Figure 6.~

1~96826
Photograph of model flying in test section of the Langley full-scale tunnel.
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Figure 7.- Static longitudinal stability and trim characteristics of the
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Figure 1l.- Variation of the static-lateral-stebility ga.rameters with
1ift coefficient for flap deflections of 50° and TO® and for the
flap-retracted configuration. a« = 09; B = #10%; 1, = 20°,
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(a) Aileron effectiveness.

Figure 12.- Variation of aileron- and rudder-effectiveness parameters
with 11ft coefficient for flap deflections of 50° and 70° and for

the flap-retracted configuration.
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Figure 12.- Concluded.
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A motion-picture £ilm supplement is availlable on locan. Requests
willl be filled in the order received. You will be notified of the approxi-
mate date scheduled.

The film (16 mm., 7 min., color, silent) deals with a wind-tunnel
investigation at low speeds of the flight characteristics of a sweptback-
wing Jet-transport airplane model equipped with an external-flow jet-
augmented slotted flap. The model was flown over a lift-ccocefficilent
range up to 12.5. For 1lift coefficients higher than about 6, a down-
wardly directed nose jet was used to supplement the trimming power of
the horizontal tail. )

Requests for the film should be addressed to the
Division of Research Information
National Advisory Committee for Aeronautics

1512 H Street, N. W.
Washington 25, D.C.

Date

Please send, on loan, copy of film supplement to TN 4255

Name of orginizatlon

Street number

City and State

Attention: Mr.
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Chief, Division of Research Information
Nationsl Advisory Committee for Aercnautics
1512 H Street, N. W.

Washington 25, D. C
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